
FEATURES 

Direct Vent Technology
SIT Pro Flame 2 valve
Full Flames
Integrated Micro-Mesh Safety Screen
Aluminum Finned Firebox
50% Turn Down
Preassembled Interior with Black 
Porcelain Panels and Mature Fire 
Logset
2 x 80 CFM blowers
Floor illumination 

Standard Remote Control
Rear Vent
Minimal Vertical Venting
Leveling Legs
Mobile Home Approved

DESIGN OPTIONS

Available in three finishes: 
Metallic Black Cast Iron
Majolica Porcelain Enamel, 
and Antique White Porcelain Enamel

An exceptional performer with classic good looks, the Trenton cast 
iron freestanding gas stove combines allure of traditional design with 
today’s modern gas technology. Heavy cast iron retains and evenly 
distributes heat from the top and sides of the stove, providing even, 
constant heat throughout the room. Decorative doors swing open to 
reveal an unobstructed window of full, rich flames over a stacked logset. 
The gentle play of fire is further reflected across the backdrop of lustrous 
titanium porcelain enamel interior panels, enhancing the dramatic play 
of flames within the firebox. 

In keeping with the timeless elegance of cast iron, the Trenton is 
available in a palette of traditional finishes: painted Metallic Black or 
porcelain enamel in Antique White and Majolica Brown.

FREESTANDING CAST IRON 
GAS STOVE
for small to medium spaces

WWW.PACIFICENERGY.NET

Natural Gas

24,000 BTU
24,000 BTU Liquid Propane

P.4.1-15 Efficiency NG 74.4% 
P.4.1-15 Efficiency LP 74.4%
AFUE NG 75.9%
AFUE LP 75.9%
Glass Size 340 sq.in.

CAST IRON OVER STEEL
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TRENTON
TRENTON CLASSIC

TRENTON CLASSICTRENTON

For reference only. Installations should be based on installation manuals. 
Specifications subject to change.


